
Datasheet ECD

Ceramic Diffusor ECD200/400
Fine bubble aerator

Maximizing oxygenation efficiency - Ultra-fine bubbles produced by the ceramic 
diffusors. 

The diffusor ECD200 and the larger ECD400 are specially designed to maximise the oxygen transfer efficiency 
in aquaculture. This maximization in turn reduces the operation costs for aeration, oxygenation or ozone dosing.

With its antimicrobial ceramic, biofouling is minimized so that a typical periodical check of 3 to 6 months is 
adequate. The ring-shaped form facilitates the lift of bottom-water - often with lower oxygen concentrations - and 
increases the ECDs effectiveness further.

Togehter with the SENECT control units, the oxygen sensor O2S and the solenoid valve M7, the ECD200 is the 
optimal choice to build up an extreme efficient oxygenation system for your aquaculture farm. 
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Short facts:

• Ultra-high efficient due to small bubble size

• Antimicrobial ceramic prevents biofouling

• Facilitates the uplift of bottom-water

• For 0,75 to 1,5 l / min (ECD100), 1,5 to 3 l / min   

(ECD200) or 3 to 6 l / min (ECD400) at 1 to 2 bar    

resp. 1,5 to3 l / min (ECD200N) bei 0,3 bis 0,8 bar

SENECT GmbH & Co. KG
An 44 -  Nr.  11
76829 Landau /  Pfalz -  Germany

Technical information  ECD100 ECD200 ECD200N ECD400 ECO3D200

Dimensions [mm]         Ø175x35 Ø225x35 Ø225x35 Ø292x40  Ø225x40

Diffusing area [cm²]  100 cm² 200 cm²  200 cm²      400 cm² 200 cm²

Recommended flow [l/min] 0.75 - 1.5   1.5 - 3    1.5 - 3       3 - 6   1.5 - 3
 
Weight [kg]   ~0.7 kg  ~1.25 kg ~1.25 kg ~2.6 kg  ~1.7 kg
   
Flow range [bar]  1-2 bar  1-2 bar  0,3 - 0,8 bar 1-2 bar  1-2 bar

Operating Temperature                        0°C to +40°C      

Approved gases             Air, oxygen, carbon dioxide  + Ozone

Process connection               1/8“ stainless steel female thread with 7 mm hoses 
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76829 Landau /  Pfalz -  Germany 

Dimensions in mm (and not to scale),
total height ~ 40 mm.

225 / 305

205 / 305

   Art.-No. Item    Scope of delivery

    30401 O2-Diffusor  ECD200  Diffusor, hoses

 
    30402 O2-Diffusor ECD200N  Diffusor, hoses

    30403 O2-Diffusor ECD400  Diffusor, hoses

    30405 O3-Diffusor ECO3D200  Diffusor, hoses

    30407 O2-Diffusor ECD100  Diffusor, hoses
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